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P N E U M AT I C  

MUD BUCKET

METAL 
END BUMPER 

PLATES FOR 
EXTENDED 

SEAL LIFE

VACUUM 
RELEASE 

VALVE FOR 
QUICKER 

DISCHARGE

SAFETY 
HANDLES 

FOR ADDED 
PROTECTION



BETTER SEALS. ZERO LEAKS. ZERO SPILLS.
OUR MUD BUCKET IS DESIGNED TO PROTECT 

YOUR TEAM AND THE ENVIRONMENT WHILE 

HELPING YOU SAVE MONEY. AND OUR ADVANCED 

PNEUMATIC INTERLOCKING MALE AND FEMALE 

SEALS ARE EQUIPPED WITH METAL END BUMPER 

PLATES FOR ADDED SEAL PROTECTION AND 

EXTENDED SEAL LIFE.

ALWAYS SAFE. ALWAYS STABIL.
OPERATIONAL SAFETY IS A KEY PART OF OUR 

DESIGN. THAT’S WHY WE’VE ADDED SAFETY 

HANDLES, 3 POSITION SAFETY HANDS ON 

OPERATION VALVES, AND NYLON STRAPS FOR 

MOBILIZING THE BUCKET INTO POSITION. NO 

MORE PINCH POINTS. 

QUICK. EASY. EFFICIENT.
WITH EASY QUICK-CHANGE END SEALS, OUR 

MUDBUCKETS CONVERT TO CASING SIZES 7" – 16" 

AND DRILL PIPE SIZES 2-3/8" – 6-5/8". PLUS IT’S 

EQUIPPED WITH A VACUUM RELEASE VALVE FOR 

QUICKER DISCHARGE. 

SAFE. CLEAN. COST CONSCIOUS.
P N E U M AT I C  M U D  B U C K E T  S E A L E D  W I T H  R I G  A I R
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SIZE BARRELS AVERAGE SAVINGS 
PER STAND

5" DRILL PIPE 1.6
$184 OIL-BASED 

$63 WATER-BASED

 6-5/8" DRILL PIPE  3.4
$391 OIL-BASED 

$850 SYNTHETIC

COST SAVINGS

CASING SIZES 7" – 16-1/2"

DRILL PIPE SIZES 2-1/16" – 6-5/8"

SEAL TEMPERATURE RATING 250° F

WEIGHT 950 LBS.

HEIGHT 6'

TECHNICAL SPECIFICATIONS

METAL END SEAL BUMPER PLATES PROTECT THE SEAL

SAFETY HANDLES FOR 
ADDED PROTECTION

NYLON STRAPS FOR 
MOBILIZING INTO POSITION


